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Specifications
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[WxH xDJ 6.7" x 10.0" x 2.0" PERFORMANCE MULTI-ROOM VIDEO

(17.1cm x 25.4cm x 5.1cm)

Shipping weight 4 Ibs
(1.8kg)

Telecom Panel
Instructions Manual

Warranty
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Multiplex Technology, Inc., warrants this product to be free from
defects in materials and workmanship for a period of one year 6 6
from the date of purchase or MTI will repair or, at its option, replace
the defective product. To obtain warranty service, call MTI for a
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Return Material Authorization (RMA) number and return the H:i e 07:”
product pre-paid accompanied by a copy of the purchase receipt, i ]
Attention: Customer Service. Please put the RMA number R |
onthe outside of the carton.
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Any implied warranty arising from the sale of the product including
implied warranties of merchantability and fitness for purpose are j F

limited to the warranty stated above. MTI shall not be responsible
for any loss, damages or expenses, whether direct,
consequential, or incidental arising from the use or inability to use \III/
this product. Some states do not allow limitations on how long an
implied warranty lasts or the exclusion or limitation or incidental or

consequential damages, so the above limitations may not apply to
you. This warranty gives you specific legal rights, and you may

have other rights which vary from state to state. Model 2600
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Model 2600

Holds up to three Model 8050
Telephone Data Blocks.

Mounts on
single or double
low-voltage rings.

Holds one
Model 3308
Coaxial Cable Panel.

Paintable cover.

Built-in Open at bottom for
cable management. surface-run cables.

NOTE:

When running CAT-5 cables,
do not allow the cables to kink.
When securing CAT-5 cables,
use cable ties loosely. Do not
over-tighten.
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How to wire a house

Access
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*The Media Center may require three coax runs -
one feed (upstream) from

the 2600 Telecom Panel,
one feed (downstream) from
the modulator to the

2600 Telecom Panel, and
one feed for the satellite receiver.

Media Center*
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"Home-run" CAT-5 and coax cable
from each location back to Model 2600.

Cable
from Telco

NOTE:

We recommend using only RG-6 coax when wiring a
house. Why? Although good RG-59 has only slightly
more loss than RG-6, it is harder to find good RG-59.
RG-6 is a little more expensive and a little harder to run
(because it is thicker). But you will avoid surprises if
you stick to RG-6.



